46000 Series ® Can-Stack Rotary Motors ‘

PLEASE NOTE: This is a legacy product, meant to provide reference data and is not intended for new machine

designs. Please consider alternative HKP products for new machine designs.

46000 Series

Can-Stack Rotary Motors

Provides exceptionally high torque to size ratios

Sleeve or Ball Bearing

SXHaydon(kerk]

AMETEK

A high temperature option is also available. 0 46 mm (1.8-in) @ 46 mm (1.8-in)
Sleeve Bearing Ball Bearing
Specifications
0 46 mm (1.8-inch) Z Series Rotary Motors
Wiring Bipolar Unipolar
Part No. (Sleeve) 46440-05* 46440-12* 46540-05* 46540-12* 46460-05* 46460-12* 46560-05* 46560-12*
Step Angle 7.5° 15° 7.5° 15°
Winding Voltage 5VDC 12VDC 5VDC 12VDC 5VDC 12VDC 5VDC 12VDC
Current (RMS)/phase 1.0A A1A 1.0A A1A 1.0A ATA 1.0A ATA
Resistance/phase 50 29 Q) 50 29 Q) 50 290 50 290
Inductance/phase 9.0 mH 52 mH 7.1 mH 39 mH 4.5 mH 26 mH 3.5 mH 20 mH
Hold Torque 16 oz-in. (11.30 Ncm) 8.5 0z-in. (6.00 Ncm) 13.0 0z-in. (9.18 Ncm) 6.0 0z-in. (4.24 Ncm)
Detent Torque .90 oz-in. (.64 Ncm) 1.0 0z-in. (.71 Nem) .90 oz-in. (.64 Ncm) 1.0 0z-in. (.71 Nem)
Power Consumption 10W
Rotor Inertia 25.0 gcm?
Weight 7.8 0z. (220 g)
Insulation Resistance 20 MQ
Insulation Class Class B

‘For Ball Bearings, add "-999" to the end of this number.

Prefix Series Number Style
include only wh i i o
Moy Dosomaten 475 s
Temperature Br1Es NUMDErs 6=
represent
R = Rare Earth approximate
Magnet diameters of

Identifying the Rotary Motor Number Codes when Ordering

T « 3§ ¢+ N ¢+ Q§ o B 2 B4 oo |

motor body)

Coils Code ID Voltage
Bipolar TRESO'I;’;'tO“ 05=5VDC
- ravel/Ste
(4 vire) P 12=12VDC
Unipolar 0 = Rotary
(6 wire) Motor Custom V
available

Suffix
—999 = Ball bearings
—000 = Sleeve bearings

—XXX = Proprietary suffix assigned to a specific customer appli-
cation. Identifier can apply to either a standard or custom part.

NOTE: Dashes must be included in Part Number () as shown above. For assistance call our Engineering Team at 203 756 7441,

Rotary Motors: Stepping Sequence Rotary Motors: Wiring
Bipolar (02-Q3 01-Q4 06-Q7 05-Q8 BIPOLAR UNIPOLAR
Unipolar Q1 Q2 Q3 Q4 BLACK BLACK
@)
2o ®
l 1 ON OFF ON OFF ©_RED GREEN WHITE
°
2 OFF ON ON OFF § o BUE v
4 ON | OF | OF | ON N 9 VTR [BrE  oreen
1 ON OFF ON OFF E
Q3 Q4 Q7 Q8 Q1 Q2 Q3
Note: Half stepping is accomplished by inserting an off state between
transitioning phases. Shaft rotation as viewed from the output shaft. — ) = = = —
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46000 Series Can-Stack Rotary Motors e Dimensional Drawings

Sleeve Bearing

Ball Bearing
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46000 Series Can-Stack Rotary Motors ¢ Performance Curves
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25% duty cycle is obtained by a special winding or running a standard motor at Rampmg can increase the performance of a motor either by increasing the top speed or getting
a heavier load accelerated up to speed faster. Also, deceleration can be used to stop the motor
double the rated voltage. without overshoot
NOTE: All chopper drive curves were created with a 5 volt motor and a 40 volt '
power supply.
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46000 Series Can-Stack Rotary Motors e Performance Curves
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